ENTRY LEVEL DRYING CABINET

c E CERTIFIED DRI.CAB

Y BY CERTIFICATION EXPERTS
THE NETHERLANDS

WARRA“ Dry your screens securely in the 10 screen
Dri-Cab. Powered fan with filtered air flow
can have your screens ready for exposure, in

as little as 60 MINUTES!**

RELIABLE 3 Year Warranty
CAPACITY Holds ten (10) 23" x 31" (58 x 79 cm) screens of any type
gnl&'.c“ POWERFUL One (1) 91-113 CFM (2.6-3.2 CMM) air flow blower
g < PRECISE Light tight design prevents screen exposure
: ¢ EFFECTIVE Screens sit horizontal on removable shelves (angled
to provide edge contact only)
SECURE One (1) sealed latching door
FAST Dries emulsion as quickly as 60 minutes™
EASY Simple to clean or replace filtered air intake

Options

e Stainless steel shelves for rustproof drying
e 120v, 200v or 240v

e Mount rails for E-100, E-1000 or E-200

e Assembly

NV DC-2337
Holds (10) 23" X 31"
(58 X 79cm) screens

C2-2I128-vV DO
E-200 w/ Drying cabinet

Easily replaceable filter keeps dust and other
contaminents away from your screens.

O

Unassembled Shipping Assembled Shipping (crated) 5

Dimensions Weight Dimensions Weight .

43"x29"x9"  1211bs 43" x 35" x 40" 212 1Ibs =
34"x29"x8"  151bs

**Drying times will vary. Humidity, thickness and type of emulsion used, and size of screens are factors
in drying time.




